DataRemote TrakitNow AVL Software and Smart GPS Modem

CDS-9060/G

The DataRemote TrakitNow AVL system combines the power of the CDS-

9060/G Smartbox with TrakitNow AVL mapping software. As the footprint
of CDMA coverage has expanded to virtually the entire nation, cellular

GPS has become the efficient, affordable alternative to satellite GPS.

TrakitNow AVL supports a wide range of cellular standards, letting
you find the carrier and plan that makes the most sense to you —
whether you seek low-cost packet data transmission, total

geographical coverage or a combination of both.

Efficient Data Transmission

Displays entire fleet
simultaneously on
national, regional,
and local maps

U DataRemote has been in the business of wireless data transmission for
more than 15 years. Our engineers are focused on creating the most cost-
effective and efficient solutions for our customers. Not only does the

TrakitNow AVL Smartbox support COMA 1xRTT, SMS, circuit switch and analog

cellular, it was also designed to work “smart” by doing most of its processing

offline and sending data at user-defined intervals.

Do You Know Where Your Fleet Is?

DataRemote TrakitNow AVL Key Features

Unlimited data capture (location, route delays, miles traveled,

speed, etc.)

Monitor and trigger alerts for 49 events (Geofencing, door

open, ignition sensor, temperature drops, etc.)

Track fleet from anywhere in the world via Internet
Support for Secure Sockets Layer (ssL) protocol
Communicates via TCP/IP

Multiple users can view data at the same time

Unlimited number of fleets can be monitored at any
one time

Pertinent fleet information is shared with colleagues
via “snapshot” files

Simultaneous AVL data collection and two-way
communication between driver and host

Typical Applications

Real-time Fleet Management, Emergency Vehicles (law
enforcement, fire, paramedic), Long-haul Truckers,
Delivery Services, Transportation (buses, taxis, vans),
Commercial Sanitation, Towing and Snowplows,
Commercial Carriers, Military & Logistics, Utilities,
Forestry, Oil & Gas Exploration

Vehicle activity can be stored and replayed at user’s
convenience

Define reports by speed, by vehicle, by address or by
trigger alerts

Export data points in standard database file format
Real-time map display of vehicle positions
Import key route locations to map

Robust playback allows replays at 100 ms. (youcanviewa

full week’s data in minutes!)

Pause/start feature makes playback easy to navigate
Display any selected vehicle location and status

“Follow-me” feature keeps selected vehicle visible on
map as it moves

Displays entire fleet simultaneously on national,
regional, and local maps

Easy to use, intuitive interface
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DataRemote TrakitNow AVL Software and Smart GPS Modem

CDS-9060/G

General Specifications

Standards: Packet-switched data (CDMA 1xRTT), Short Message Service (SMS), circuit-switched data (IS-95), analog data

Power Requirements: 8-32VDC @ 2A (unregulated)

On-Board Backup: 3.6V 200MA (CR2032) Lithium Cell

Comm. Ports: 2 DB-9RS-232 Async (optional 8 pos. terminal block connectors)

Control I/0: 12 pos. IDC header, 6 inputs/6 outputs (send cry-out alarms via SMS to your cell phone)

Command Protocol: AT command set and DataRemote, Inc ( DRiP) configuration menu

LED Indicators: Power ON, Signal Status, TXD, RXD, DCD, DTR, AUX

CDMAModem: MSM-5105 ( 1xRTT; IS95A/B - MOR verified)

Optional: AMPS modem (Conexant chipset 300bps to 33.6bps)

Vocorder: 8 Kbps CELP, 13 Kbps OCELPR, 8 Kbps EVRC

RF Specifications 800 MHz 1900 MHz (CDMA)

Interface Standards: AMPS: ANSI/TIAVEAI-553 JSTD-008
CDMA: TIAVEIA, IS-95A/B

Operating Frequencies: TX: 824-849MHz TX: 1850-1910 MHz
RX: 869-894 MHz RX: 1930-1990 MHz

RF Power: AMPS: 600mW (EIRP Nom.) 400mW (EIRP Nom.)
CDMA: 600mW (EIRP Nom.)

Maximum TX Power: AMPS: +26.7dBm Min. +23dBm Min.
CDMA: +23dBm Min.

Receiver Sensitivity: AMPS: >116dBm @ 12dB Sinad >104 dBm @.05% FER
CDMA: >-104dBm @ 0.5% FER

Frequency Stability: <=*+25PPM <*25PPM

Antenna Interface: 50 0hm, TNC 50 ohm, TNC

Current: Normal current draw = 53ma in Idle Mode (can vary from network to network)

Physical Specifications
Size: 6.3"LX4'WX1.2"H
Weight: 23.00z.

Environmental Specifications

Temperature: Operating: -30 Cto+60C (-22°t0 140°)
Storage: -40Cto+70C (-40°to 146°)
Humnidity: 0-95% (non-condensing) 95°F (35°C)

Features may change without notice.
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